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Two methods of loss calculations are reviewed. The first method, for loss calculations in 
wires, uses a numerical solution of the Maxwell equations. The second method makes use 
of Kirchhoff's equations and is much better suited to cables, including braids. Both 
methods require a knowledge of the constitutive quations relating E and j or V and I in 
the composite conductor. Experimental results regarding the stability of large cables are 
presented and a way of improving the stability of a single strand is suggested. 
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The occurrence of a quench in a large superconducting 
system leads to total dumping of the stored energy and 
restarting of the cooling procedures before the system 
can be put into operation again. The strategy used to pre- 
vent quenches i different for various ystems. Globally 
we can distinguish three kinds of magnet systems with 
reference to the time dependence of the current and the 
fields applied to the conductor. 
1 Both current and field are time independent; this is 
the well known d.c. case. 
2 The current is constant but the applied field is time 
dependent; for instance, the toroidal coils of a 
tokamak experience the a.c. field of the ohmic 
heating coils and the poloidal field coils. 
3 The current hrough the magnet has a (periodic) time 
dependence. Then the field applied to each individual 
strand will also be time dependent. Examples can be 
found in many power applications, uch as genera- 
tors, transformers, etc. 
In the first two cases the strategy is based on a number 
of methods, such as increasing the heat capacity and 
normal conductivity by adding stabilizing materials such 
as copper (Cu) or aluminium (A1) outside the supercon- 
ducting filament region, or by increasing the contact 
area with the (superfluid) coolant, as in cables in con- 
duit. Much attention, however, has to be paid to heat 
generation caused by wire motion or heat generated in
the conductor by coupling and magnetization currents, 
as well as by the transport current itself. By magnetiza- 
tion currents we mean those currents that have closed 
loops within one filament, whereas coupling currents 
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may have closed loops either within the entire strand or 
in the cable. Usually, the latter decay with a much larger 
time constant. Since the loop of the coupling currents 
exists partly within the matrix and partly within the 
superconducting filaments the transport current may 
compete with the magnetization a d the coupling cur- 
rents within each filament. An extra voltage is then 
required to maintain the transport current and the super- 
conductor has an apparent resistance due to the applied 
time dependent field. 
The prevention of a quench in the third case, however, 
cannot be based on the addition of a stabilizing material 
outside the filaments, since the power dissipated by the 
coupling currents would then increase accordingly and, 
moreover, degradation of the transport current would 
result. It may be noted that by addition of a stabilizing 
material a very low ohmic parallel path for the transport 
current is also created in case the critical current density 
is exceeded locally. Apart from preventing local burn 
out of the wires, complete restoration of the fully super- 
conducting state can also be achieved. 
In the next section general methods of calculating the 
loss in composite conductors will be considered and 
experimental results concerning the stability of cables 
will be treated. An old concept concerning improvement 
of the stability of wires and cables in an a.c. transport 
current regime will be discussed. 
Loss calculations 
Loss calculations in wires will be dealt with first and 
methods for cables will be shown in the second part of 
this section. The a.c. loss theory for wires has been 
developed by several authors ~-3. A general method for 
wires, based on solving the Maxwell equations, was 
introduced by Rem 4. In a cylindrical coordinate system 
(r, ~, z), V x E = B has the components 
1 
O,pEz -- °qzE,p -~ -- ]Br 
I" 
1 
" (Or rE¢  - O ,#Er )  = - J~z 
r 
It is useful to split the local magnetic field rate, B, into 
an externally applied component, BA, and the induced 
component, B t. If B = 0 the solution to the above set of 
equations is called the stationary solution. The solution 
also has to obey 
V "j = 0 (2) 
The solution depends trongly on the chosen constitutive 
equation relating E and j. The components are 
Jr = arrEr  = a± Er 
j ,  = j s sin ~b + a,¢E, + %zE: 
L =js  cos f + o~E~ + o.~E~ 
(3) 
In these equations j s is the superconducting current in 
the filament direction and o~ is the conductivity 
perpendicular to the filaments. If we denote the conduc- 
tivity parallel to the filaments by a~r then 
o~ = a± cos 2 ~ + all sin2~b 
0¢~ = (a, - a± )sin ~b cos ~b (4) 
o~: = all cos 2 ~b + o± sin 2 
where ~b = arctg(21rr/Lp) and is the twist angle. 
The relation between j s and Ell = E~ cos ff + E¢ sin ~b 
is given by 
j~ =j~Eii/e if IE, I < 
j s =j~ sign(E0 if IE, I > 
e=37r (5) 
where Rf is the radius of the filament. 
The value of the loss power density can be calculated 
according to p = E • j - M • B and integrating over the 
volume of the wire. The first term represents the con- 
tribution of coupling and transport currents and the 
second the contribution of the magnetization currents. 
With appropriate boundary conditions the loss power 
density can be found for wires of finite and infinite 
length 5. Simple analytical approximations exist when 
B A is constant and has only one component, either 
perpendicular o  parallel to the wire axis. Approximate 
solutions also exist when B~ and/~H are periodic func- 
tions along the directions of the wire axis. The applied 
field has to obey V "B A=0and V xB  A=0.  
For non-stationary solutions the sets of equations 
V 'B  ~=0 and V xB~=/x  d also have to be solved 
simultaneously. This can only be done numerically. The 
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combination of spatially inhomogeneous applied fields 
and non-stationary behaviour, however, requires so 
much computer time that so far no solutions have been 
obtained. The main results can be given as follows. 
1 The loss power density is a non-uniform function of 
position. The larger values exist in the saturated 
parts: IE, I _> ~. 
2 The parts saturated by coupling currents cannot 
contribute to the transport current. As an example, 
consider the maximum transport current for a 
perpendicular field rate, B±, which is reduced 
accordingly to 
/max=/cll °-±ew[/~±[ ( LP x~ 2] 
~j~ \27rR~,J J 
(6) 
Similar relations hold for spatially periodic values of 
Bli- 
The loss in hollow twisted cables can also be 
calculated in a similar way as shown by Hartman 5.
Since no current flows in the r-direction an essentially 
two-dimensional problem has to be solved. Here also 
stationary and non-stationary solutions can be obtained. 
Note that for spatially periodic fields no solution exists 
in the stationary case if the period length of the field, 
LF, equals the period length of the cable 6. 
Three-dimensional cables, either twisted or braided, 
can be modelled with three-dimensional networks 7. In 
Figure 1 an example is given of a network representing 
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Figure 1 (a) Schematic view of the Rutherford cable showing the 
two types of cross-sections, A and B. The periodicity of the cable 
is Lc/N. (b) Meshes in a place perpendicular to the cable for an 
even number of strands (upper figure, 6) and for an odd number 
of strands (lower figure, 7) 
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a Rutherford cable. The Kirchoff laws 
#~ = 0 (7a) 
i 
and 
Vj = - Vi.d (7b) 
J 
are equivalent to the Maxwell equations used in the case 
of the wire. The stationary and non-stationary solutions 
are obtained by calculating V~,d with the help of B A or 
using B A + B l, respectively. The latter is a much more 
complicated procedure, as in the case of the wire, where 
the equations V • B I = 0 and V x B I =/.taj had to be 
solved. 
The solution method requires constitutive quations. 
Three forms have to be used: 
(a) normal currents in the contact points between 
strands 
V, = R.I. (8a) 
(b) unsaturated superconducting currents, lu 
V=lol(Im.xlVo + 1/Rp) if I v l  < V o (8b) 
(c) 
where: V 0 is the saturation threshold, V0 = 
8RfL e I Bl  I/37r; Le is the length of the elements 
of the strand; R o is the parallel resistance of these 
elements; and /max is as defined above; and 
saturated superconducting currents, Is 
V = Rp [Is --/max sign(V)] (8c) 
The non-linear behaviour of the constitutive quations 
implies that the solution, in all cases mentioned above, 
can be found only in an iterative way. A typical result 8
for the 29-strand NET braid is depicted in Figures 2 and 
3, which show the currents in the contact resistances as 
well as the order of the positions where the strands 
saturate when increasing I]~l I. In Figure 2 a uniform 
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Figure 2 Saturation process for dBx/dt of 1 T s-1 with increas- 
ing Io. The numbers indicate the order of the positions where the 
strands saturate 
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Figure 3 Saturation process for dByldt of 1 T s -1 with in- 
creasing I 0. The numbers indicate the order of the positions 
where the strands saturate 
B± is applied parallel to the wide side of the braid (the 
x-direction); in Figure 3 it is perpendicular to the wide 
side (the y-direction). Figure 4 shows the total loss 
power density as a function of LF/Lc in the stationary 
case for an applied field in the x-direction. 
In this section it has been shown that the loss in a com- 
plicated composite conductor can be modelled. Dif- 
ficulties arise from the exact form of the non-linear 
constitutive equations. The calculations take much time 
because of their iterative nature, especially when non- 
stationary solutions are required. Also spatially inhomo- 
geneous applied field rates complicate the calculations. 
In conjunction with the cooling system available, how- 
ever, the wire and cable design can be such that safe 
operation can be assumed. 
Unstable behaviour of cables 
Whenever an instability occurs in a single wire, either 
through a flux jump or any other kind of heat production 
1500 - -  
0 
1000 
500 
I 
i ! 
I J l<  I I 
0o.oo'- o .5o  1 .oo  1 .5o  z .oo  
Lr /Lc  
Figure 4 Total loss power density, Ppar/VOlume (in W m -3) as a 
function of LF/Lc for the 29-strand braid exposed to a changing 
field in the x-direction 
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(a) Schematic view of the two-strand circuit. (b) Time 
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measurements; - - ,  calculated values 
such as that due to wire motion, a quench propagates 
along the wire with a velocity typically of the order of 
10-100 m s ~. This has been observed in Cu matrix 
and Cu-N i  matrix wires 9. 
In a multi-strand system or cable a totally different 
behaviour pattern exists. This can be shown by the 
following example of a two-strand cable 10 (see Figure 
5a). Suppose in one strand carrying a current I some 
heat is introduced to initiate a quench; a resistance R(t) 
is then built up. To a good approximation, the quench 
velocity is proportional to the actual current, so that 
dR 
- a I  (9) 
dt 
The current I has to be transferred to the other strand. 
As lon~ as the total current remains constant we may 
write LI = R(t) l  = 0, where L is the effective inductance 
of the loop and L = L~ + L2 - 2M12. Then the follow- 
ing equation holds for I 
I ' [ -  / 2 + bl  3 = O, b = a/L (10) 
which has the solution 
l(t) = I0/cosh 2 [ t(blo/2) I/2 ] 
where I 0 is the initial value of I. 
The solution for l(t) is shown in Figure 5b for several 
values of I 0, together with the experimental data. The 
current transfer occurs in a few milliseconds for this 
Cu-N i  wire. As long as the other wire can carry all the 
current no quench of the total system occurs and the cur- 
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rent may finally redistribute over both wires again. If  the 
total current exceeds ome critical level, redistribution 
will lead to a quench of both strands but now with an 
apparent quench velocity much higher than the usual one 
because the critical current is exceeded everywhere. The 
same phenomenon occurs at different current levels in 
twisted cables of five or six strands 11'12. If  this twisted 
cable is used as a subcable of a larger cable able to carry 
up to 100 kA this may lead to a total quench. 
The redistribution of the current between subcables is 
much more difficult because almost no current can flow 
through the contact points between the subcables. This 
was illustrated very clearly by the experiments of 
Mulder ~2 where two cables, one with Cu matrix 
strands, the other with a Cu-N i  matrix, were used for 
stability experiments. Figures 6 -9  show that the choice 
12 
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~, stone I 
"r 3 
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Figure 6 Quench sensitivity of an 864-strand cable with a 
Cu-  Ni matrix 
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Quench sensitivity of a lO08-strand cable with a Cu 
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Figure 10 Photograph of cross-section of a wire having filamen- 
tary tubes with highly conductive material (AI) inside them 
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Figure 11 Measured transport current loss of a wire with an 
inner core of AI inside the filament. The loss versus current 
amplitude is shown for two frequencies, 40 and 80 Hz. In the two 
lower cases an extra Cu layer is present 
of the matrix material only has influence on the stability 
margin, i.e. on the magnitude of the heat pulse required 
to quench one subcable. Qualitatively, the phenomenon 
of redistribution is the same in the Cu and the Cu-N i  
cables. 
Improvement  of the stabil ity of a wire 
In the previous sections it has been shown that current 
redistribution i a strand due to time dependent applied 
fields causes heat dissipation but does not necessarily 
lead to a quench. If, however, one strand in a cable 
quenches due to some internal or external cause, the sub- 
cable and the whole cable may quench because current 
distribution in the cable cannot be achieved in a short 
time interval, say < 1 ms. The addition of stabilizing 
material outside the filament hat can also carry some of 
the excess current does not help for this short time-scale. 
However, addition of stabilizing material inside the 
filament ~3'~4, such as very high conductivity A1 (see 
Figure 10) has proved capable of enabhng a.c. currents 
at frequencies up to 200 Hz to flow without problems. 
In this case no extra coupling currents are introduced in 
the low conductivity matrix. 
The filament diameter of these hollow filaments may 
be a few micrometres, introducing a relatively large 
magnetization loss ~5, but the cooling problem ~s 
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bel ieved to be of  less importance as long as the stability 
of  each individual strand in a cable for power frequency 
use is guaranteed by the proper  posit ion of  the stabiliz- 
ing material.  
Figure 11 shows the transport current loss of  such a 
wire having an AI core inside the fi lament. The critical 
current of  this wire is 100 A but, as seen in Figure 11, 
it is possible to introduce current amplitudes much 
larger than the crit ical current. 
Conclusions 
It has been shown that for loss calculations two methods 
can be used, both of  which are based on numerical  
schemes. One uses the Maxwel l  equations and is very 
well suited for wires. The other uses Kirchhoff 's  equa- 
tions and is part icularly suited to cables of  any type. 
Both systems of  equations require adequately formulated 
constitutive equations describing the local non-l inear 
E- j  or V- I  relations. 
The network method is also very well suited to 
describing the quench behaviour of  cables. Experiments 
have shown that the quench of  one strand can have 
severe consequences for the whole cable. Future 
research for a.c. appl ications has to be directed towards 
preventing quenches in strands rather than just reducing 
the generated heat. It is suggested that putting a stabiliz- 
ing high conductivity material  such as AI inside each 
f i lament may be a solution. Experimental  evidence sup- 
port ing this solution has been shown. 
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